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^actiurv to complete m writ c*ll( 
£h ita*s> ar* Ir ^dicatad o* 

Ml sserk shall emaffon to- t&s Mw Ycrk City 

State Kfi^l lOC-ftl laSi^S* CQglMlffiia E®§|ftllatiJL i Sf&Bj ? 

occupancy to 



J^l 1 S|SprQVSliS * «*ea t ^»uuuo>| 

jfasfe sitae terisi c&ssstru&tion, for in^p^ctien 
^**\etio£5 final inspection th@y shsil ba 



occupied buildings. The Contractor shall boand to the 



asesxt area occasioned by this Contractor shall hm repairs by 
this contract. • 



any error® or 

drawings, or specif icat ions , or should there be any conflict 
bstw^ these documents, the Contractor sb&ll, prior to 
proceeding with tli© work, notify the architect who will explain 


swfib plans, drawings or ©pacifications in proper for® for 


1 

drawings and' sample® of materials or finishes 
ing any construct ion • 

or 


fi % &t 1 dimsii&iemm sir® fm fac* of finish partition to face of 

4 

~;&©tids psrtitios*®, enclosures, winder Bullions, 




Wm %m&U repaired und®r this contract shall b® p&rfom^d on both 

Owner 



$ The Contractor shall take all orec&utions to maintain free 

x~ - * - ,.0— - through the 



i |» General Contractor shall coordinate his work with the work 
Oif ail other Contractors whether his own or these on a 


12, 


to be coordinated with the tenant's 


IS 





new outlets shall he performed during 
hosrs- Proposal shall include an allowance for th« 
protection a^/or correction of existing, ceilings below. 

I S* abstractor shall be responsible for arranging with the building 
mmn&gsmMBfft for elevator or other hoistinqr facilities for 


sa^ii for any itas specified without 

«3£ uxas< ra5c«3aitwSt * 

toisrai Contractor shaiX have the overall responsibility for 
tbft proosre^nt # installation and t«ftUng of all systems 
- - " ' ' " " - ilumhin^^ HVAC, etc. as 




■ «£ SL'. .V ' 


xficl^ds th® ®©cuirtoi of all approvals for the systems 

Ml Esateriais and construction shall conform to manufacturers 
spaci f icat ions as w&li as requirements of the Architect and 
Horid Trad© Center. 

rorld Trad© Center does not approve drilling or welding to 
structural s^mhers. All connections mmz 
t$p% 9 m& p@r florid Trade Center standards* 



! 


11 nox ami noxvs inx£9 e^i^xn^ sim or 
ers for the purpose of supporting any loads 
witten approval i& obtained fros the Port Authority 


m^mml ateei and chipped off fireproof in^ ahall be 
or touched up «ith w Cafco type D-C/F* or approved equal' 




Contractor shall re^ir or replace existing construction 


pipes, ducts,, etc. penetrating rated walls 

" nera^ 
;ing i 

of the partition as retpired by myc 
Building C^e C26-5C4*S. 

■$5 k Fire s^e|!^ii^ elmll he as required &y H1f€ toildin^ Code 

Installation shall ^ subject to controlled 



Ml wood inciting laiilt-in eahinetwork shall fee fire retardaat 

Building Code C2 6-502.6, See 
p. {5 for cabinet worfe 


Jill interior finishes ©hall cosply with S¥C 
Section 10. 


S*4„ for 
C for 


corridors, and Interior Finish Class 0 for rooas 
Ml carpet shall csssspiy with the *f¥CE€ 


«... 



C26-504 . O 

sabelt for review to 
the Port Authority Engineering iMvsrtaattt TCM certificates 

COSSpi 

the 

critical radiant flust 

indicate the life of the treatment ot that 

fire i^sistant hy virtuo. pf its construction. 



i^r-nr^.: — s-r-. -- ■ — 
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^ 5. iteer* unrated 



In 0SH& 29CFHX910.1000, Yable 2*3. 


PKMOVM, AMD DISPOSAL OF MRTE 

Contractor shall exercise extreme care in removal of all 
existing construction so as not to daaaga construction to 


storing excessive quantities of any 
debris or %?aste of any sort resu 
operations on the floor. 



without 
, dirt # 


All debris shall be removed from the construction site daily 
However, it shall he the Contractor*© 


floor. The authority shall r@sov# the containers and the 


on 


such rubbish removal* 

The Contractor shall provide all temporary dust proof enclosures 
to the satisfaction of the Architect to keep existing corridors 
and leased premises entirely free of dust, debris or other 
impediment to normal use of areas involved* 

The Contractor shall take all precautions to maintain free 
access of all tenants, service personnel and the public through 
the areas 


All reusable item that are removed and not relocated shall be 
returned to the tenant for storage unless directed otherwise by 
the tenants representative. Salvaged materials that are not 
required by the tenant shall be transferred to * materials 
storage area as directed by the Fort Authority Engineer. 

ff^A^ siaiDs AUD-ansmt wallboard partitions 

Metal Studs shall be roll formed channel type sections 

. Ho. 25 gauge galvanised steel 2 1/2" wide 


and in the longest piece lengths available, unless noted 


en **1 mm 


on 

■hail be of uniform quality conforming to Federal 
SS-L-30 and to &STI3 C-36. 


Wallboard shall b® furnished and installed in the longest 
available lengths so that wallboard panel© extend vertically in 
on© piece from floor to ceiling and/or slabs, beams, or 


Wallboard used in fire rated partition® shall be deiiverea ^o 

te be 
.Y.C. 


numbers. 


tl-t™, w*v*A mvm OwnuubVA «SL^.n.\1 ha vai l 


U.S.S* HO. 25 

runners shall be in lengths in 10 8 -0 1 * length®. 

Trim Members shall be fabricated of O.S.s. Ho. 25 
galvanised steel and shall include comer reinforcement and 
casing type edge trim. Comer reinforcement shall be complete 
with ©erforated type wings and shall be type 11 "Perf-A-Bead" as 
manufactured by U.S. Gypsum Co. or an approved equal. Comer and 
edge trim members shall be in single lengths. 

Screws for fastening wallboard to studs shall be bugle type 
Phillips head screws specifically manufactured for power tool 
installation. 

Joint Treatment Materials shall be # expressly manufactured the 
wallboard manufacturer for us© ^ith the manufacturer^ wallboard 
materials. Joint compounds shall be the ready to mix type 
conforming to AS^5 C-^?£. Tape reinforcement shall be perforated 
ano snail c©nsor» to turcn v— »/a 01 «av»*iitt| — 

three (3) coat application. 

Compressible Firearooffing shall be tightly packed in voids 
between top channel and all fire rated partitions and flutes of 


slab above. Fireproof ing shall be 
fireproof ing as manufactured by U.S. Gypsum Co. or an 
egual. 


Before installing channel stride* wrap top 
electrical tape to isolate metal stud from BStal runner. Do not 
secure studs or gypsum wallboard to top channel runner. 


, la^bs and heads in an 



attained sufficient strength to maintain the frames in 


Installation of door frames shall include all spacer cj 
shiss, channel lint©l@ and subframes as sho»n and all nscprene 


After erection , all damaged areas l& the sncp coax., ciiposca 
surface© of bolts, bolt heads, nuts and washers, and all field 

by eontravxor shall 


■ ■■'mm ' 


Wall bases shall be of type and size specified on wall and floor 
coverltig plan drawing Wo* |-05P- I I . 



fee type shown on the door 


"All ha 


bui 

scl^adulQ, it shall b^ 


- 179 S 4 

Corbin tiaS-^SSi 
Corbin i®33«410 


Von Duprin 0123? 
Corblli #33 


Ml hardror© keyis^ shall meet the 


no w ay 


Raised access floor and accessories shall be as Mnufactured by 
C-TBC we. and installed by an authorised C-^ 


on 


24 s X 24 n 

a I s thick extra dense wood 
on die-cast 


floor in area of alteration. 

Floor panel© shall fo® 24 s square constructed on a one-inch thick 


steel top and bottom sheets, which are welded ^J6^gaui@ 
perimeter channels* Th& particle core to b© p - 

^ JjQ 


Floor panels shall be surfaced with factory applied 1/16* thick 
*.4_w _I i yjam i nata keHa! i fcwB Wostinohouae Hicarta, 

the color is to be selected by the Arch«ect,. 
Finish Plan Drawing Ko.l^±l for locations. 


Floor panels shall be covered with carpet tile by others. See 
li and Floor Finish Plan Drawing No.l<«Er]J locations. 


Provide 4" diameter grommets for cable cut-outs indicated on 

. Cut-outs shall be made in the field by others. Provide 


Floors shall be set level and true with tight flush joints. The 
complete floor system shall be sturdy, rigid, firm and free from 
vibration rocking rattles, sgueaks and other n® 1 ?* 8 : ^ * 
installed floor shall be level within +/- !/!«* i« * m fe0t - 

Aluminum fascia shall be furnished and installed where *ccess 
floor does not terminate at perimeter walls, entrances, steps or 
ramps. 

Steps, ramps and handrail shall be provided as shown on the 


where necessary, lateral bracing shall be provided. A turnbuckle 

for t*He~isp &djuets*nt shall be included with each brace. 


Thm Architect shall submit a copy of the 8S £ A or MSA 
resolution of approval to the Port Authorit; 

ACOUSTIC CBILIKS 

Black iron carrying channels shall be securely supported by 
hangers fastened to the overhead structural members, channels 
shall be spaced as required to adequately support light 
fixtures, drapery pocket and acoustic tile ceiling. 

installed in a true and even plane butt 


'Ceiling heights shall be as shown on reflected ceiling plan. 

Suspension system shall be concealed B S" spline. 

patch all ceilings in areas where tiles have been removed to 
permit construction required under this contract. 

Provide accessible tile panels where required in ceiling for 
access to dampers, valves, pipes, etc. 


Ail suspended celling construction shall conform to N.y.C.B.C. 
Section C-26-504.12 and Ref. STD. R.s 5-16 (see Ceiling details 
drawing no. I0SP-I2,. 

Acoustic tile shall hm Armstrong Travertone SO, 12" * 12 
square edge. BS * A Calendar Number S15~47-SK Flame Spread 
Rating 0 to 25 (ASTH E-84). 

Faint shall be as sp$cifi@d on wall and floor finish drawing. 

Paints shall be of the type specifically manufactured for 
application to the surface to which it is to be applied. 

Ho painting or finishing shall be started until the surface to 
be painted or finished is in proper condition in every respect 

All paint shall be applied carefully with good clean brushes or 
approved rollers* Faint shall be evenly spread and when brushes 
are used shall be thoroughly brushed out. the work shall be so 
performed as to avoid damage to other surfaces. Any damage to 
adjacent surfaces shall be smooth and free from runs, sags, 
holidays or other defects. Finish surfaces shall be uniform in 
sheen, color and texture. Each coat of paint shall be sufficient 
thickness to cover completely the previous coat or surface. 


have two (2) coats of paint both sides unless otherwise 


See General Note No. 2/1. 

Unless required to paint the entire area, the Contractor shall 
paint existing walls that are cut or patched. The entire wall 
shall be painted up to the nearest external or internal corner 
or door frame. Color shall match existing. 

Paint acoustic tile ceilings that have been patched or extended 
as required* Tiles shall be painted one coat Of Luminal! Satin 
paint, No. 21301 white, as manufactured by Lusiinall 

Co. or 


. i^M^a -— -f TitrMai t i r~m\ i .ft- irTii . ii y 


